7. Deklaracja zgodnosci
DEKLARACJA ZGODNOSCI
C€

,GALMET Sp. z 0.0.” Sp. K.
48-100 Gtubczyce, Raciborska 36

Oswiadcza, ze wyrdb:

Pompy ciepta powietrze-woda BASIC

Do ktdrych odnosi sie niniejsza deklaracja s zgodne z n/w dyrektywami:

Dyrektywa niskonapieciowa (LVD): 2014/35/UE
Dyrektywa kompatybilnosc elektromagnetyczna (EMC): 2014/30/UE
Dyrektywa Maszynowa 2006/42/WE
Dyrektywa w sprawie zuzytego sprzetu elektrycznego i elektronicznego (WEEE): 2012/19/UE
Dyrektywa w sprawie ekoprojektu 2009/125/WE
Dyrektywa RoHS 2011/65/UE

oraz normami:

PIFENE0335-1.2012) Elektryczny sprzet do uzytku domowego i podobnego - Bezpieczeristwo uzytkowania - Czgs¢ 1: Wymagania ogdlne.

A2:2019

PN-EN 60335-2-40:2004/ Elektryczny sprzet do uzytku domowego i podobnego - Bezpieczeristwo uzytkowania - Czgsc 2-40: Wymagania szczegdtowe dotyczace elektrycznych pomp ciepta, klimatyza-
A13:2012 tordw i osuszaczy.

PN-EN 62233:2008 Metody pomiaru pdl elektromagnetycznych elektrycznego sprzetu do uzytku d qo i podot zuwzglednieniem narazania cztowieka.

PN-EN 55014-1:2017 ilnosc elek na - Wymagania dotyczace p dow powszechnego uzytku, narzedzi elektrycznych i podobnych urzadzen - Czes¢ 1: Emisja.

PN-EN 55014-2:2015 ilnosc elek na - Wymagania dotyczace przyrzadow powszechnego uzytku, narzedzi elektrycznych i podobnych urzadzer - (zes¢ 2: Odpomosc.

PN-EN61000-3-2:2019-04  Kompatybilnosc elektromagnetyczna (EMC) - Czgs¢ 3-2: Poziomy dopuszczalne - Poziomy dopuszczalne emisji harmonicznych pradu (fazowy prad zasilajacy odbiomika < 16 A).

PN-EN61000-3-3:2013-10/  Kompatybilnosc elektromagnetyczna (EMC) - Czgs¢ 3-3: Poziomy dopuszczalne - Ograniczanie zmian napiecia, wahari napiecia i migotania $wiatfa w publicznych sieciach

A1:2019-10 zasilajacych niskiego napiecia, powodowanych przez odbiomiki o fazowym pradzie znamionowym < lub = 16 A przytaczone bezwarunkowo.
PN-EN 61000-6-3:2008 Kompatybilnos¢ elektromagnetyczna (EMC) - (zes¢ 6-3: Normy ogélne - Norma emisji w Srodowiskach: mieszkalnym, handlowym i lekko uprzemystowionym.
PN-EN 16147:2018 Pompy ciepta ze sprezarkami o napedzie elektrycznym - Badanie, raport oceny i wymagania dotyczace oznakowania pomp ciepta do przygotowania cieptej wody uzytkowej.

Klimatyzatory, zibiarki cieczy, pompy ciepfa, zigbiarki do procesow przemystowych i osuszacze z elektrycznie napedzanymi sprezarkami - Wyznaczanie poziomu mocy akustycz-

QB 20212013 nej - Cze$¢ 1: Klimatyzatory, ziebiarki cieczy, pompy ciepta, do ogrzewania i chtodzenia pomieszczen, osuszacze i zigbiarki do procesow przemystowych.
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(Miejscowosc i data)

© Wszelkie prawa zastrzezone - Galmet Sp. z 0.0. Sp. K. Instrukcja pompy ciepta Basic 25




7. Declaration of Conformity
DECLARATION OF CONFORMITY
a3

,GALMET Sp. z 0.0.” Sp. K.
48-100 Gtubczyce, Raciborska 36

Declares that the following product:

Air-Water heat pump BASIC

To which this declaration applies to is compliant with the following directives:

Low Voltage Directive (LVD): 2014/35/EU
Electromagnetic Compatibility (EMC) Directive: 2014/30/EU
Machinery Directive 2006/42/EC
Wiaste Electrical and Electronic Equipment (WEEE) Directive: 2012/19/EU
Ecodesign Directive 2009/125/EC
RoHS Directive 2011/65/EU

as well as the following standards:

PIFENE0335-1.2012) Household and similar electric appliances - Operating safety - Part 1: General requirements.

A2:2019

il:j;ﬂo?g335—2—40:2004/ Household and similar electric appliances - Safety - Part 2-40: Particular requirements for electric heat pumps, air conditioners and dehumidifiers.
PN-EN 62233:2008 Methods of measuring electromagnetic fields of electrical household and similar equipment, taking into account human exposure.

PN-EN 55014-1:2017 Elec ic compatibility - Requi for household appliances, electric tools and similar devices - Part 1: Emission.

PN-EN 55014-2:2015 Elec ic compatibility - Requi for household appliances, electric tools and similar devices - Part 2: Immunity.

PN-EN61000-3-2:2019-04  Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current emissions (phase current supply of the load < 16 A).
PN-EN61000-3-3:2013-10/  Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of voltage variations, voltage fluctuations and light flicker in public low-voltage power supply networks

A1:2019-10 caused by loads with rated phase current <or = 16 A connected unconditionally.
PN-EN 61000-6-3:2008 Electromagnetic Compatibility (EMC) - Part 6-3: General Standards - Emission standard for residential, commercial and light industrial environments.
PN-EN 16147:2018 Heat pumps with electrically driven compressors - Testing, evaluation report and labeling requirements for heat pumps for the preparation of domestic hot water.

Air conditioners, chillers, heat pumps, chillers for industrial processes and dryers with electrically driven compressors - Determination of sound power levels - Part 1: Air condition-

QB 20212013 ers, liquid chillers, heat pumps, space heating and cooling, dehumidifiers and chillers for industrial processes.

Glubczyce 01.10.2021

(Place and date)
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